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F21-E1R-6
(Waterproof) 6 S ● IP66 >100m 2 ● ● ● ● ●

F21-E1R-8
(Waterproof) 8 S ● IP66 >100m 2 ● ● ● ● ●

F21-E1G-6
(Waterproof) 6 S ● IP66 >100m 2 ● ● ● ● ●

F21-E1G-8
(Waterproof) 8 S ● IP66 >100m 2 ● ● ● ● ●

F21-2S 2 S ● IP65 >100m 2 ● ● ● ●
F21-2D 2 D ● IP65 >100m 2 ● ● ● ●
F21-4S 4 S ● IP65 >100m 2 ● ● ● ● ●
F21-4D 4 D ● IP65 >100m 2 ● ● ● ● ●
F21-E1 6 S ● IP65 >100m 2 ● ● ● ● ●

F21-E1B 6 S ● IP65 >100m 2 ● ● ● ●
F21-E2B 6 S ● IP65 >100m 2 ● ● ● ●

F21-E2B-8 8 S ● IP65 >100m 2 ● ● ● ●
F21-E2M 6 S ● IP65 >100m 2 ● ● ● ● ●

F21-E2M-8 8 S ● IP65 >100m 2 ● ● ● ● ●
F21-E2S 6 S ● IP65 >100m 2 ● ● ● ●
F23-A++ 8 S ● IP65 >100m 2 ● ● ● ●
F23-BB 10 S ● IP65 >100m 2 ● ● ● ●
F24-6S 6 S ● IP65 >100m 4 ● ● ● ● ●

F24-6S Mini 6 S ● IP65 >100m 4 ● ● ● ● ●
F24-6D 6 D ● IP65 >100m 4 ● ● ● ● ●
F24-8S 8 S ● IP65 >100m 4 ● ● ● ● ●
F24-8D 8 D ● IP65 >100m 4 ● ● ● ● ●
F24-10S 10 S ● IP65 >100m 4 ● ● ● ● ●
F24-10D 10 D ● IP65 >100m 4 ● ● ● ● ●
F24-12S 12 S ● IP65 >100m 4 ● ● ● ● ●
F24-12D 12 D ● IP65 >100m 4 ● ● ● ● ●
F24-14S 14 S ● IP65 >100m 4 ● ● ● ● ●
F24-14D 14 D ● IP65 >100m 4 ● ● ● ● ●
F24-16S 16 S ● IP65 >100m 4 ● ● ● ● ●
F24-16D 16 D ● IP65 >100m 4 ● ● ● ● ●
F24-18S 18 S ● IP65 >100m 4 ● ● ● ● ●
F24-18D 18 D ● IP65 >100m 4 ● ● ● ● ●
F24-20S 20 S ● IP65 >100m 4 ● ● ● ● ●
F24-20D 20 D ● IP65 >100m 4 ● ● ● ● ●
F24-60+ 6 S ● IP65 >300m 4 ● ● ● ● ●

SAGA1-L4 4 S ● IP65 >100m 2 ● ● ●
SAGA1-L6 6 S ● IP65 >100m 2 ● ● ●
SAGA1-L8 8 S ● IP65 >100m 2 ● ● ●

BF24
(Explosion-Proof) 8 S ● IP66 >100m 2 ● ● ● ●

Voltage Adjustment
Configuration

Product Selection Guide - Common Model Parameters List

Safety and Precautions:
1. Before using the product, please make sure to carefully read the product manual. Understand and master the safety instructions and installation methods for the industrial remote control before use.

2. If you have any questions or uncertainties regarding product selection or usage, feel free to contact your dealer.

Antenna Style Emergency Stop Button Pairing Method Function Modification
MethodAA Battery

Use
(Transmitter)

Rotary
KeyModel No. of

buttons

Speed:
Single/Do

uble

Protection
Rating

Transmission
Distance:


